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(57) Abstract: The invention relates to a flexible compartment system, which is comprised of flexible webs (1, l\ 1 w , 1 *"), which can 
be tensioned between frame elements such as rods or can be suspended therefrom. Intermediate pieces (2, 2\ 2", 2 m > 2""*), which are 
also made of flexible web material, are connected to the tensible or suspendable webs ( 1, 1 \ 1 " 1 ") whereby forming a partitioning 

S~ having compartments (3, 3', 3", 3"*, 3"*"). The compartment system has a number of compartments (3, 3\ 3", 3 W , 3""") and is composed 

|^ of a number of base elements (4, 4\ 4", 4*\ 21, 21*, 21", 21*) each containing a portion of the total number of compartments. In 
order to provide large flexible compartment systems, which have an adequate number of compartments and which can be produced 

QO in an economical and time-saving manner, the invention provides that the base elements (4, 4\ 4 W , 4 W , 4*"\ 21, 21 21 n , 21 m , 21"") 
are stitched to one another along the openings or are joined to one another with the aid of a hook and loop fastener (13', 13"*) or with 

fj» the aid of a double-sided adhesive tape. 

^s,| (57) Zusammenfassnng: Die vorliegende Erfindung betrifft ein flexibles Fachsystem, das aus llexiblen Bahnen (1, \\ 1", 1'") 
besteht, die zwischen Rahmenelementen, wie z.B. Stangen spannbar oder an diesen aufhangbar sind, wobei Zwischenstucke (2, 2'. 
O 2", 2 n \ 2""'\ die ebenfalls aus flexiblem Bahnenmaterial bestehen, so mil den spannbaren oder aufhangbaren 
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Bahnen (1, 1*, 1", 1'") verbunden sind, dass sich eine EinteUung mit Facher (3, 3', 3", 3"\ 3 ) eigibt, wobei das Fachsystem 
eine Anzahl von Fachern (3, 3', 3", 3-"', 3'"") aufweist und aus mehreren Grundelementen (4, 4*, 4 H , 4"', 21, 21\ 21", 21'") 
zusammengesetzt ist, die jeweils einen Teil der gesamten Anzahl von Fachem aufweisen. Um grosse flexible Fachsysteme mit 
einer ausreichenden Anzahl von FHchem zur Verfugung zu stellen, die auf kostengunstige und zeitsparende Weise hergestellt werden 
kdnnen, wird erfindungsgemSss vorgeschlagen, dass die Grundelemente (4, 4', 4", 4"', 4"" 21, 21', 21", 21"', 21"") entlang der 
Ofthungen miteinander vernaht, oder mit Hilfe eines Klettverschlusses (13', 13'" ) oder mit Hilfe eines doppelseitigen Klebebandes 
miteinander verbunden sind. 


